@ PT. Duta Arta Sempana

STEEL SUPPLIER. TRADING AND CONTRACTOR

DUTA ROOF

SPECIFICATION |

Base Material : High Tensile Steel G 550,
Minimum Yield Strengt

Coating : Colorbond and Zincalum

Standart Thickness : 0.30 mm TCT until 0.5
Standart Material :ASTMA792
Length : 12.000 mm Max ( Subject to trans

-

dortation facility )
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PT. Duta Arta Sempana

STEEL SUPPLIER. TRADING AND ACTOR

DUTA ROOF
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PT. Duta Arta Sempana

STEEL SUPPLIER. TRADING AND CONTRACTOR

DUTA ROOF

(ALUMUNIUM)

255 mm

890 mm.
970 mm




PT. Duta Arta Sempana

STEEL SUPPLIER. TRADING AND ACTOR

DUTA ROOF

(ALUMUNIUM)

SPECIFICATION
ALUMINIUM EMBOSS

Aluminium adalah logam yang menarik dan secara

i

Alum

AA 3105 H-14 I

St ! FE ! cu ! W MG ! CR ! N ! ZN ! T ! Others ! Keterangan
; : Each ! Total
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UTS/Tensile s:m!u

Thickness | Tensile Strength - KSI | Elongation
! Ultimate ! Yield | Percent min. in 2 in /40
! Min. ! Max. ! Min. ! Max. !
0.33-0.79 ! 280 | - ! 240 ! ! 1
0.80-1.27 ! 280 ! I 240 ! ! 1
1.28-2.03 ! 280 ! ! 20 ! ! 2



